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1. CAUTION
This product has been developed for the purpose of automatically refilling water
for aquariums or sumps due to evaporation.
This ATO (Automatic Top Off) controller has been factory tested to ensure quality control.

1.1 Precaution before use
Please read the entire instruction manual before using the ATO Controller. Failure to read this
manual may result in equipment damage and will void warranty.

Caution: Please observe the procedures and methods in this instruction
manual before operation.

Warning: When the procedures and methods are not observed, reliable
performance cannot be guaranteed. This may lead to issues of safety and
equipment failure.

1.2 Cautions on Set-up

Please keep dry and away from water contact. This ATO Controller is NOT
WATERPROOF. This will lead to malfunction and void warranty. It
MUST be installed in a well-ventilated dry surface. Do not operate ATO
Level Controller near magnets. Please check reservoir tank accordingly to
evaporation rates for proper water levels.




1.3 Cautions on Output Line

Please make sure that the output line from the pump/reservoir tank is
NOT SUBMERSED in the sump or aquarium. This will cause a back
siphon and the water will flow back and forth constantly along with
the audible alert.

1.4 Cautions on Suction Cups & Linkable brackets

Your ATO is supplied with suction cups and a linkable bracket holder
to keep your float sensors level. We recommend using the linkable
bracket holder for a secure hold. Please make sure that male/female
connection is fastened correctly and firmly.
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